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checklist of key steps:

• Settlement of land and payment of bond.

• Opportunity to discuss initial concept plans with Lend Lease Design Co-ordinator.

• Lend Lease design approval.

• Private Certifier Certification or Penrith City Council development approval.

• Completion of house and occupation certificate.

• Completion of landscaping and fencing.

• Lend Lease final approval and bond release.
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single storey if 
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PRIVATE OPEN SPACE
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Jordan Springs - Melaleuca Village Landscape Plan Check List
A landscape plan is to be provided at 1:100 @ A3 by a qualifi ed landscape designer/architect/horticulturist. Yes   No 

The plan is to be fully documented with survey details including contours, lot dimensions, kerb, layback, vehicle crossover, retaining 
walls, surface materials, planting, easements, clothes line, water tank, air-conditioning units and fencing details. Clothes lines, water 
tanks and air-conditioning units are to be concealed from the street.

Yes   No 

The landscape plan is to show any existing street trees and note that “All existing street trees and verge planting are to be protected 
during construction”. Yes   No 

A minimum of 50% of the planting is to be Australian natives or water wise planting, and must be clearly indicated in a planting 
schedule with ‘*’ or similar and the percentage of this planting is to be noted e.g. 50% Australian native, 50% exotic. Yes   No 

The landscape plan must have a plant schedule including botanical names, common names, pot sizes, heights and widths. Yes   No 

One tree of significant height between 4m - 8m must be provided in the front yard and back yard of the lot. One of the trees is to 
be an Australian native species. Yes   No 

A 300mm -500mm planting strip is required for the length of the following three locations; - between driveway and entry path, 
between driveway and side boundary, along the front boundary (including any part of the secondary street frontage without 
fencing).

Yes   No 

A separate entry path is require to the front door. This entry path is to be independant of the driveway, and a maximum of 1.8m 
wide. The entry path can be curved, shaped or straight. Yes   No 

A minimum of 50% of the lots ‘total landscaped area’ (everything outside the building footprint) is to be soft or permeable surface. 
Note: Artifi cial turf is not considered a permeable surface and is not permitted as part of the soft or permeable landscaping works. 
Artifi cial turf is not to be used where it is visible from the street.

Yes   No 

The vehicle crossover width from kerb to the front boundary is to be 2.8 m- 3m for a single garage or 4.6m - 5m for a double 
garage with parallel sides. Footpaths are to remain continuous along the street. The vehicle crossover from (from kerb to front 
boundary) is to be plain concrete. The site and landscape plan is note crossover as “Plain concrete to PCC specification”. Driveways 
within boundary must be hard surface e.g. paved, coloured, stencilled or plain concrete. Driveway tracks, turfed or loose pebble/
gravel driveways are not permitted.

Yes   No 

Garden sheds are to be maximum of 10m2 and a minimum of 900m from any boundary. Garden sheds are to be concealed from 
public view. and considered with service locations. Yes   No 

Retaining walls visible from the street or 900mm high and over are required to be constructed of; textured or coloured masonry, 
bricks, blocks or concrete including rendering. Retaining walls which are not visible from the street are not required to be 
constructed of masonry. The landscape plan is to provide a note showing that “Any retaining walls visible form the street (including 
in front of side gates and fencing returns) or 900mm high and over are to be constructed  
of masonry”.

Yes   No 

Front fencing if provided is to be a maximum of 1.2m high with permeable infill. Yes   No 

Internal fencing along rear and side boundaries is to be 1.8m high Lysaght ‘Smartascreen’ in Grey Ridge or equivalent  
unless otherwise specified in your building and siting guidelines for your lot. All internal fencing, return fencing to the dwelling and 
side gates are to be set back a minimum of 7.5m or 2m behind the adjacent facade whichever is further back from the street.

Yes   No 

Any return fencing to the dwelling or side gates over 2.8m long must be either screened by dense height planting or fencing 
upgraded to slat style fencing or equivalent. Yes   No 

Secondary corner fencing is permitted for a maximum of 50% of the lot length (measured from the longest side). Minimal additional 
fencing lengths may be considered if justified. Yes   No 

Secondary corner fencing is to be 1.8m high and must provide 360mm x 360mm masonry piers at 2.5m – 3.5m centres. Fencing 
base may be comprised of either a 360mm - 500mm masonry base to match piers, or a 300mm-500mm planting strip at the base 
of infi ll slats to the street (Note: planting strip is to be wholly within lot boundary, so pier location may need to be set back within 
lot when using this option). Infi ll materials may be stained timber or aluminium slats, or ‘dressed’ timber painted a neutral colour to 
compliment the home. Minimum spacing for slats is 10mm. Secondary corner fencing should step at regular intervals on sloping lots.

Yes   No 

In addition to the checklist, the landscape plan is to comply wholly with the Jordan Springs Building and Siting Guidelines included 
in your contract. Yes   No 

Owner:		 Contact phone:

Street Address:

Qualified Landscape Designer:	 Contact phone:
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creating special places
For over 50 years now, Lend Lease has been creating communities that define the way 
Australians like to live. Truly beautiful places planned to maximise the things we love 
about our unique way of life.

Places that are designed for the way we live today, yet ever mindful of our 
responsibilities for how we will live tomorrow; with real opportunities in housing 
choice, education, work and healthy recreation built in from the very beginning.

We believe everyone who comes and experiences our places should  
feel safe within a welcoming community that will grow and prosper  
into the future.

We lead by example. Across the country, communities that we are 
responsible for continue to flourish, nurturing the very essence of 
what we believe for generations to come.

These are the places that make us proud.
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